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ROOF ACCESSORIES 07 7200 - 1 
SECTION 07 7200 - ROOF ACCESSORIES 
1.1 SUMMARY 
A. Section Includes: 
1. Roof curbs. 
2. Equipment supports. 
3. Roof hatches. 
1.2 PERFORMANCE REQUIREMENTS 
A. General Performance:  Roof accessories shall withstand exposure to weather and 
resist thermally induced movement without failure, rattling, leaking, or fastener 
disengagement due to defective manufacture, fabrication, installation, or other defects 
in construction. 
1.3 METAL MATERIALS 
A. Zinc-Coated (Galvanized) Steel Sheet:  ASTM A 653/A 653M, G90 (Z275) coating 
designation and mill phosphatized for field painting where indicated. 
1. Mill-Phosphatized Finish:  Manufacturer's standard for field painting. 
B. Aluminum Sheet:  ASTM B 209 (ASTM B 209M), manufacturer's standard alloy for 
finish required, with temper to suit forming operations and performance required. 
1. Baked-Enamel or Powder-Coat Finish:  AAMA 2603 except with a minimum dry 
film thickness of 1.5 mils (0.04 mm).  Comply with coating manufacturer's written 
instructions for cleaning, conversion coating, and applying and baking finish. 
C. Aluminum Extrusions and Tubes:  ASTM B 221 (ASTM B 221M), manufacturer's 
standard alloy and temper for type of use, finished to match assembly where used, 
otherwise mill finished. 
D. Steel Shapes:  ASTM A 36/A 36M, hot-dip galvanized according to 
ASTM A 123/A 123M unless otherwise indicated. 
E. Galvanized-Steel Tube:  ASTM A 500, round tube, hot-dip galvanized according to 
ASTM A 123/A 123M. 
1.4 ROOF CURBS 
A. Roof Curbs:  Internally reinforced roof-curb units capable of supporting superimposed 
live and dead loads, including equipment loads and other construction indicated on 
Drawings; with welded or mechanically fastened and sealed corner joints, stepped 
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integral metal cant raised the thickness of roof insulation, and integrally formed deck-
mounting flange at perimeter bottom. 
1. Manufacturers:  
 
a. Milcor Inc.; Commercial Products Group of Hart & Cooley, Inc. 
b. Pate Company (The). 
c. Thybar Corporation. 
B. Material:  Zinc-coated (galvanized) steel sheet 
1.5 EQUIPMENT SUPPORTS 
A. Equipment Supports:  Internally reinforced metal equipment supports capable of 
supporting superimposed live and dead loads, including equipment loads and other 
construction indicated on Drawings; with welded or mechanically fastened and sealed 
corner joints, stepped integral metal cant raised the thickness of roof insulation, and 
integrally formed deck-mounting flange at perimeter bottom. 
1. Manufacturers: 
 
a. Milcor Inc.; Commercial Products Group of Hart & Cooley, Inc. 
b. Pate Company (The). 
c. Thybar Corporation. 
B. Material:  Zinc-coated (galvanized) 
1.6 ROOF HATCH 
A. Roof Hatches:  Metal roof-hatch units with lids and insulated single-walled curbs, 
welded or mechanically fastened and sealed corner joints, continuous lid-to-curb 
counterflashing and weathertight perimeter gasketing,  stepped integral metal cant 
raised the thickness of roof insulation, and integrally formed deck-mounting flange at 
perimeter bottom. 
1. Manufacturers:   
 
a. Babcock-Davis. 
b. Bilco Company (The). 
c. Dur-Red Products. 
d. Milcor Inc.; Commercial Products Group of Hart & Cooley, Inc. 
e. Pate Company (The). 
B. Hatch Material:  Zinc-coated (galvanized). 
C. Safety Railing System:  Roof-hatch manufacturer's standard system including rails, 
clamps, fasteners, safety barrier at railing opening, and accessories required for a 
complete installation; attached to roof hatch and complying with 29 CFR 1910.23 
requirements and authorities having jurisdiction. 
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1. Height:  42 inches (1060 mm) above finished roof deck. 
2. Posts and Rails:  Galvanized-steel pipe, 1-1/4 inches (31 mm) in diameter or 
galvanized-steel tube, 1-5/8 inches (41 mm) in diameter. 
3. Flat Bar:  Galvanized steel, 2 inches (50 mm) high by 3/8 inch (9 mm) thick. 
4. Maximum Opening Size:  System constructed to prevent passage of a sphere 21 
inches (533 mm) in diameter. 
5. Chain Passway Barrier:  Galvanized proof coil chain with quick link on fixed end. 
6. Self-Latching Gate:  Fabricated of same materials and rail spacing as safety 
railing system.  Provide manufacturer's standard hinges and self-latching 
mechanism. 
7. Post and Rail Tops and Ends:  Weather resistant, closed or plugged with 
prefabricated end fittings. 
8. Provide weep holes or another means to drain entrapped water in hollow 
sections of handrail and railing members. 
9. Fabricate joints exposed to weather to be watertight. 
10. Fasteners:  Manufacturer's standard, finished to match railing system. 
1.7 INSTALLATION 
A. Roof Curb Installation:  Install each roof curb so top surface is level. 
B. Equipment Support Installation:  Install equipment supports so top surfaces are level 
with each other. 
C. Roof-Hatch Installation: 
1. Install roof hatch so top surface of hatch curb is level. 
2. Verify that roof hatch operates properly.  Clean, lubricate, and adjust operating 
mechanism and hardware. 
3. Attach safety railing system to roof-hatch curb. 
END OF SECTION 07 7200 
